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e TECHNICAL SPECIFICATIONS

Indoor Unit

AC/Nov 09/2K

5.5 Ton 8.75 Ton
Model Indoor Unit DIIOI9IAI DII03I11AI
ode
Outdoor Unit DOIO0I9IAI DOI03I1AI
Tonnage (Tr) 5.5 8.75
Capacity Cooling Kw 19.3 30.8
Kcal/Hr 16,500 26,250
Type Scroll Scroll
(@
ompressor Quantity No | 2
ODU Ph /V /[ Hz 3 Phase , 380~415 Volts , 50 Hz
I ) ’
Power Supply IDU Ph /V / Hz | Phase , 230 Volts , 50 Hz
Power Input Watts 6,300 10,624
Refrigerant Type R-22 R-22
Refrigerant Charge(Std) gm 4000 7000
Ambient Temp Range °C 21~48 21~48
Self Diagnosis Function Yes Yes
Auto Restart Yes Yes
Remote Controller LCD Wired Pendant Type
Indoor Unit DIIOI9IAI DII03I11AI
Sheet Metal Type Super Dyma Anti Corrosive Sheet Metal
Evaporator Coil Multi Point Refregirant Injection, Slit Fin Inner Groove Tube
Heat Exchanger Blue Hydrophillic Coating
Indoor Fan Type Centrifugal Multi blade Fan (DIDW) - Direct Drive
Air Flow CFM(ft3/min) 2200 3500
Unit Dimension W XHXD mm 1200 x 400 x 600 1350 x 450 x 760
Net Weight Kg 60 105
Outdoor Unit DOIO0I9IAI DOI03II1AI
Discharge Type Top / Side Side - Horizontal Discharge Top - Vertical Discharge
Outdoor Fan Type Propellar ABS Glass Filled Propellar Metallic
Unit Dimension W XHXD mm 940 x 1245 x 360 980 x 1160 x 800
Net Weight Kg 107 218
Safety Device Internal Overload Protector (IOLP),HPLP,SPP, Temp Sensor
Installation Information
Pi Liquid Pipe inch (mm) 1/2" (12.7) 3/8" (9.53)
ipe
Gas Pipe inch (mm) 3/4" (19.05) 3/4" (19.05)

Due to continuous Research and Development, the product specifications and features may change without prior notice.
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